
 

 

 

 

  



 

 

 

 

  



 

 

COD parameter was measured using COD Vials (COD 25–

1500 mg/L, Merck, Germany). 

Aluminum ions (Al+3) were determined using Al Vials 

(Aluminum Test 0.020–1.20 mg/L, Merck, Germany). 

Iron concentration (Fe+2) was determined using Iron Vials 

(Iron Test 0.005–5.00 mg/L, Merck, Germany). 

Cadmium ions (Cd+2) were determined using Cadmium Vials 

(Cadmium Test 0.005–5.00 mg/L, Merck, Germany). 

Nitrogen content was determined using Nitrate Vials (Nitrate 

Cell test in seawater 0.10–3.00 mg/L NO3-N or 0.4–13.3 mg/L N O3 −, 

Merck, Germany). 

Phosphorous content was determined using Phosphate Vials 

(Phosphate Cell Test 0.5–25.0 mg/L PO4-P or 1.5–76.7 mg/L P O4 − 3, 

Merck, Germany). 

 

  



 

 

 

 

 

 

 

 
      

Parameter No of samples Median value Max value 

Alkalinity - total g 
CaCO3/m³ 

13 50.00 62.000 

Aluminium - 
total g/m³ 

15 0.045  
0.179 

Arsenic - total g/m³  
2 

<0.002  
<0.002 

Boron - total  g/m³  
2 

<0.05 <0.05 

Cadmium - 
total g/m³ 

 
2 

 
<0.001 

 
<0.001 

Calcium 
Hardness g 
CaCO3/m³ 

 
2 

15.850 16.500 

Chloride g/m³  
2 

<0.001 <0.001 

Chromium - 
total g/m³ 

 
2 

18.750 20.300 

Conductivity at 
25°C mS/m 

 
2 

<0.013 <0.013 

Copper - total g/m³ 13 <0.005 <0.005 


